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T568B WIRING T568A WIRING
1 [WHITE/ORANGE 1 |WHITE/GREEN
NOTE: UNLESS OTHERWISE SPECIFIED 2[ORANGE 2 GREEN
3| WHITE/GREEN 3| WHITE/ORANGE

1. HD CAT 6 MODULE: 4|BLUE 4|BLUE

A. HOUSING: ABS, UL 94V-0 JKIEES S

B. JACK WIRING: 50 MICRO INCHES OF GOLD OVER 100 INCHES OF NICKEL 7 [WHITE/BROWN 7[WHITE/BROWN,

C. CONNECTOR: INSULATION DISPLACEMENT CONNECTOR (IDC) SIBROVN 8]BROWN

ACCEPTS 23~24 AWG SOLID WIRE

2. TERMINATION CAP:

A. MATERIAL: PC, UL 94V-0

B. COLOR: CLEAR
3. 24-PORT BLANK PATCH PANEL:

A. MATERIAL: SAE 1010/SPCC CATEGORY 6 CONNECTING HARDWARE REQUIREMENTS

B. SURFACE FINISH: BLACK POWDER COAT FREQUENCY (MHz) | 1.0 | 40 | 8.0 [10.0 | 16.0 | 20.0 | 25.0 |31.25| 625 | 100 | 200 | 250
4. 24-PORT BLANK BRACKET: NEXT LOSS (db) 75.0 | 75.0 | 75.0 [ 74.0 | 69.9 | 68.0 | 66.0 | 64.1 | 58.1 | 54.0 | 48.0| 46.0

A. MATERIAL: SAE 1010/SPCC FEXT LOSS (db) 75.0| 71.1 | 65.0 | 63.1 [ 59.0 | 57.1 | 55.1 | 53.2 | 47.2 | 43.1 | 37.1 | 35.1

B. SURFACE FINISH: BLACK POWDER COAT RETURN LOSS (db) | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 30.0 | 28.1 | 24.0 | 18.0 | 16.0
5. CABLE MANAGEMENT BAR: INSERTION LOSS(db)| 0.10|0.10 | 0.10|0.10 [ 0.10 | 0.10 | 0.10 [ 0.1 [ 0.16 | 0.20 | 0.28 | 0.32

A. MATERIAL: ABS, UL 94V-0
B. COLOR: BLACK
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